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           FIREPLACE, STOVE & GAS APPLIANCE PERMIT REGULATIONS AND INSTRUCTIONS  
 
The below regulations apply to residential fireplaces, fireplace inserts, wood stoves, pellet stoves, gas stoves, gas log sets, 
other fuel-fired appliances and chimneys. A building permit is required for all installations, modifications or repairs.  

 

General regulations: 
 

1. Fireplaces, stoves and gas appliances are regulated by the NYS Residential Building Code and must also comply 
with the manufacturer’s installation instructions. Each installation can vary, please contact the Building & Codes 
Department (BCD) with specific questions related to your project. 

 
2. Installations using natural gas or propane: 
 

 Flex pipe (CSST) must be bonded per the manufacturer’s guidelines.  
 

 A labelled, easily accessible shut-off must be present. A shut-off or floor key is required to be 
within 6 feet of the appliance. Exception- vented decorative appliances may have a shut-off in a 
remote location.  

 
 Piping must be fully supported and protected from damage and corrosion. Black iron pipe installed 

outdoors must be painted.   
 

 Propane tank location is dependent on tank capacity. Contact BCD with specific questions.  
 

3. Electric installed for a fan, blower, igniter or other components must be arc-fault protected if 6 feet or more 
wiring is run.   

 
4. Smoke and carbon monoxide alarms must be present throughout the home- see attached info sheet.  

 
5. Permit required- Prior to commencement of work, a building permit must be obtained from the Building & 

Codes Department. 
 

6. A certificate of compliance must be issued by the town upon completion of the project. 
 

Submission documents include: 
 

1. Detailed plans or constructions drawings, if applicable.  
2. A copy of the manufacturer’s installation instructions and specifications, if applicable.   
3. If a propane tank is to be installed, a copy of the property survey map with the proposed tank location noted.  
4. If a contractor is being used, they must be registered through our online portal and supply the Town with proof of 

insurance (general liability, worker’s comp and disability). 
 
 

Apply for and manage your permit online here: https://app.govwell.com/perinton 
 
 
 

Web portal link is also available via the Building & Codes webpage at www.perinton.org 
Applicants that do not wish to apply online may submit their information to the Building & Codes Dept. in person or via email to 

building@perinton.org 
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 RESIDENTIAL SMOKE, HEAT AND CARBON MONOXIDE ALARM REQUIREMENTS  
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When Smoke, Carbon Monoxide (CO) & Heat Alarms Are Required 

New Construction 
 Required throughout all new dwelling units 

 
Alterations, Repairs & Additions 
 Existing dwelling units must be brought into compliance with new construction alarm provisions. 

o Exceptions: 
 Exterior-only work (roofing, siding, windows, doors, porches, decks) 
 Plumbing or mechanical work only 

Power Requirements 
 Alarms must be hard-wired with battery backup 

o Exceptions: 
 Battery-only allowed in alterations under R310.6 of the 2025 RCNYS 

Heat Detectors 
 Required in attached garages for all new construction 

 Recommended in existing attached garages when an electric car charger is installed 
 Required in existing garage when a significant remodel is performed 
 Heat detectors must activate a smoke alarm or alarm in an area that notifies occupants 

 

Smoke Alarms 
 Smoke alarms must be installed: 

o In every sleeping room 
o Outside each sleeping area (combination smoke/CO permitted) 
o On every story, including basements (combination smoke/CO permitted) and habitable 

attics 
o In hallways and adjacent rooms where ceilings differ by 24 inches or more 
o Near sleeping lofts 
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o In large dwelling levels (over 1,000 sq ft): 
 Alarm within 30 ft travel distance of all ceiling points or 
 One alarm per 500 sq ft 
 Upper-floor alarms may protect lower levels in open great rooms 

 Installation Restrictions 
o Smoke alarms must be at least 10 ft from cooking appliances 
o Allowed as close as 6 ft where needed to meet placement rules 
o At least 3 ft from bathroom doors with tubs/showers 
o At least 3 ft from the tip of ceiling fan blades  
o At least 3ft from HVAC registers mounted high on the walls 

 Interconnection 
o Multiple alarms in a dwelling must be interconnected so all sound together 
o Wireless interconnection is allowed if listed 

 Exception: New alarms do not have to interconnect with older non-interconnected 
systems 

Carbon Monoxide (CO) Alarms 
 CO alarms are required in the following locations: 
 Outside each sleeping area (combo smoke/CO) 

 Inside each sleeping area that contains a gas/wood fireplace (combo smoke/CO) 
 On every story (combo smoke/CO) 
 At the bottom of the basement stairs (combo smoke/CO)  

 In habitable attics 
 Other locations and/or quantities may be required depending on the situation 

 

Combination Smoke/Carbon Monoxide (CO) Alarms 

 Combination smoke/carbon monoxide (CO) alarms may be used instead of smoke alarms 

 

Fire Alarm Systems (Alternative Option) 
 A household fire alarm system may be used instead of individual smoke alarms 
 Must comply with NFPA 72 

 Smoke detectors must be UL 268 listed 
 System becomes a permanent fixture 

 Combination smoke/CO detectors allowed if properly listed 
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