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SEQUENCE OF CONSTRUCTION STEPS:
TOTAL DISTURBED ACREAGE = +3.1 ACRES

STEP 1: (SITE PREPARATION)
e INSTALL AND MAINTAIN STABILIZED CONSTRUCTION ENTRANCE AND CONSTRUCTION

STAGING AREA (SEE DETAIL).
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e CLEAR AND GRUB AS REQUIRED FOR SILT FENCE INSTALLATION.

o INSTALL AND MAINTAIN PERIMETER SILT FENCE, COMPLETE CLEARING AND GRUBBING
OPERATIONS AS NECESSARY OR PROVIDE BRUSH HOGGING OF LANDS TO MAINTAIN
GROUND COVER.

STRIP AND STOCKPILE TOPSOIL AS REQUIRED FOR INSTALLATION OF THE PROPOSED
STORMWATER MANAGEMENT FACILITIES. COMPLETE GRADING, FINE GRADE AND SEED.
SEDIMENT BASIN TO BE INSTALLED UPSTREAM OF PROPOSED INFILTRATION BASIN.
INFILTRACTION BASIN TO BE PROTECTED WITH ORANGE CONSTRUCTION FENCE AND
NOT BE EXCAVATED TO FINAL GRADE UNTIL ALL UPLAND AREAS ARE STABILIZED.

e STRIP AND STOCKPILE TOPSOIL; TOPSOIL TO BE STRIPPED FROM ALL PROPOSED
PAVEMENT AND BUILDING AREAS AND STOCKPILED IN DESIGNATED AREA. INSTALL
SILT FENCE AROUND PERIMETER OF TOPSOIL PILE AND SEED WITH TEMPORARY
SEEDING MIX. MULCH IS REQUIRED BETWEEN NOVEMBER 15TH AND APRIL 1ST.

o COMMENCE MASS GRADING OPERATIONS, COMPLETE REQUIRED CUTS AND FILLS. UPON
COMPLETION OF THE MASS GRADING OPERATIONS, INSTALL ADDITIONAL EROSION
CONTROL MEASURES INCLUDING STONE CHECK DAMS, INTERCEPTOR SWALES, AND
TEMPORARY SEDIMENT TRAPS. SWALES TO BE STABILIZED WITHIN 2 DAYS OF
COMPLETION AND SEDIMENT TRAPS TO BE STABILIZED IMMEDIATELY. MEASURES ARE
TO BE MAINTAINED BY THE CONTRACTOR UNTIL GROUND COVER HAS BEEN
ESTABLISHED.

o CONTRACTOR MAY INSTALL UTILITIES DURING GRADING OPERATIONS. IT IS THE
CONTRACTOR'S RESPONSIBILITY TO STABILIZE THE SITE AND VERIFY GRADING
ELEVATIONS PRIOR TO UTILITY CONSTRUCTION. ADDITIONAL EROSION CONTROL
MEASURES, INCLUDING STONE CHECK DAMS, INTERCEPTOR SWALES AND TEMPORARY
SEDIMENT TRAPS SHALL BE PROVIDED AS SHOWN IN THE PLANS, OR AS DIRECTED.

e COMPLETE EARTHWORK, INCLUDING FINE GRADING OF SLOPES. SLOPES TO BE
REPLACED WITH 6" OF TOPSOIL, MULCHED AND SEEDED WITHIN 2 DAYS OF
COMPLETION. SILT FENCE TO BE INSTALLED AT TOE OF SLOPE (IF APPLICABLE).

o COMPLETE INSTALLATION OF UNDERGROUND UTILITIES AND ROAD BOX. RESTORE AND
RE-SEED RIGHT-OF-WAY AREAS AS NEEDED. INSTALL PAVEMENT DIVERSION ONCE
THE BINDER ASPHALT IS INSTALLED.

o INSTALL CONCRETE TRUCK WASHOUT PRIOR TO CONCRETE POURING ACTIVITIES (SEE
DETAIL).

* INSTALL ROAD BASE, GUTTERS AND PAVEMENT WITH EROSION CONTROL MEASURES
AS NECESSARY TO MINIMIZE SILT DISTRIBUTION ON EXISTING AND CONSTRUCTED
ROADWAYS.

SIEP_3: (STABILIZATION & MONITORING)

o SEED AND MULCH ALL DISTURBED AREAS AS REQUIRED BY GP-0-25-001. SEED
WITH A SEED MIX AS INDICATED IN CONSTRUCTION EROSION CONTROL NOTES, AND
MULCH.

e SEED ALL SLOPES 3:1 OR STEEPER WITH STEEP SLOPE SEEDING MIX AND STABILIZE
WITH EROSION CONTROL BLANKET — ECS-1B (EASTCOAST) OR AN APPROVED
EQUIVALENT.

e FROM NOVEMBER 15TH TO APRIL 1ST, IF STRAW MULCH ALONE IS USED FOR
TEMPORARY STABILIZATION, IT SHALL BE APPLIED AT DOUBLE THE STANDARD RATE
OF 2 TONS PER ACRE, MAKING THE APPLICATION RATE 4 TONS PER ACRE.

e MONITOR STORMWATER MANAGEMENT FACILITY, AND SEDIMENT TRAPS DURING
CONSTRUCTION OPERATIONS FOR SILT ACCUMULATION. CONTRACTOR TO CLEAN AS
NECESSARY.

e MAINTAIN PERIMETER SILT FENCE AND INLET PROTECTION UNTIL THE ADJACENT SOILS
HAVE ACHIEVED 80% STABILIZATION.

o SEE CONSTRUCTION EROSION CONTROL NOTES FOR REQUIRED SEED MIXES AND
TEMPORARY/WINTER STABILIZATION METHODOLOGY.

o DUST SHALL BE CONTROLLED DURING CONSTRUCTION BY THE CONTRACTOR TO
MINIMIZE EFFECT ON THE ADJACENT PROPERTIES. THE CONTRACTOR SHALL
IMPLEMENT DUST CONTROL MEASURES AS NEEDED AND/OR AS DIRECTED BY THE
TOWN ENGINEER OR OWNER.

o THE CONTRACTOR SHALL BE RESPONSIBLE FOR KEEPING THE EXISTING ROADWAYS,
PAVED AREAS, AND CHANNELS FREE OF MUD, DIRT, AND DEBRIS. THE CONTRACTOR
WILL CLEAN THESE AREAS AS NECESSARY OR AS REQUIRED BY THE OWNER OR
TOWN OF PERINTON.
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CRADING NOTES:

1. THE CONTRACTOR SHALL LOCATE, MARK, SAFEGUARD, AND PRESERVE ALL SURVEY
CONTROL MONUMENTS AND RIGHT—OF-WAY MONUMENTS IN THE AREAS OF
CONSTRUCTION. FOR DESCRIPTIVE AND SURVEY DATA ON THE CONTROL
MONUMENTS, CALL THE MONROE COUNTY GEODETIC SURVEY OFFICE.

2. THE DEVELOPER'S AND CONTRACTOR’S ATTENTION IS DIRECTED TO LOCAL LAW NO.
6 OF 1971 REGARDING LIABILITY INCURRED THROUGH DISTURBANCE OR
DESTRUCTION OF GEODETIC SURVEY MONUMENTS.

3. EXISTING UNDERGROUND UTILITIES SHOWN HEREIN WERE PLOTTED FROM FIELD
LOCATIONS AND/OR AVAILABLE UTILITY COMPANY RECORD PLANS. EXISTING
UTILITIES WHETHER FUNCTIONAL OR ABANDONED WITHIN THE PROJECT AREA MAY
NOT BE SHOWN ON THE DRAWINGS. THE CONTRACTOR SHALL CALL THE UFPO
HOTLINE AT 1(800)962-7962 OR 811 FOR STAKE-OUT OF EXISTING UTILITIES.

4. THE CONTRACTOR SHALL CONTROL DUST ONSITE AS DIRECTED BY THE TOWN OF
PERINTON.

5. THE OWNER AND THE CONTRACTOR SHALL HAVE COMPLETE KNOWLEDGE OF THE
CURRENT BLASTING POLICY FOR THE TOWN OF PERINTON, AND THEY WILL CONFORM
TO THIS POLICY AT ALL TIMES.

6. HIGHWAY DRAINAGE ALONG PITTSFORD VICTOR ROAD (NYS ROUTE 96) AND
THORNELL ROAD (COUNTY ROAD 33) TO BE MAINTAINED AS DIRECTED BY NYSDOT
AND MCDOT.

7. FILL MATERIAL PLACED IN THE PAVEMENT AND BUILDING AREA SHALL BE SELECT
MATERIAL AND COMPACTED TO A MINIMUM OF 95% OF THE MAXIMUM DRY DENSITY
AS MEASURED BY THE MODIFIED PROCTOR TEST (ASTM D1557) AND/OR THE
RECOMMENDATIONS OF THE GEOTECHNICAL ENGINEER. THE CONTRACTOR SHALL
SUPPLY THE ENGINEER AND THE TOWN OF PERINTON WITH COMPACTION TEST
RESULTS PRIOR TO PLACING THE STONE SUBBASE

8. CONTRACTOR SHALL INSTALL STONE SUBBASE AND THE ASPHALT CONCRETE
BINDER COURSE. PRIOR TO PLACING THE BINDER COURSE, THE ROAD BASE SHALL
BE REVIEWED BY THE ENGINEER AND THE TOWN.

Drawing Alteration
The following is an excerpt from the
New York State Education Law Article
145 Section 7209 and applies to this
drawing:
"It is a violation of this law for any
person, unless he is acting under the
direction of a licensed professional
engineer or land surveyor to alter any
item in any way. If an item bearing the
seal of an engineer or land surveyor is
dltered, the dltering engineer or land
surveyor shall affix to the item his seal
and the notation “altered by” followed
by his signature and the date of such
alteration, and a specific description
of the alteration.”
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