HECEIVED
Lori Stid

Frcm Christian M. Nadler <cnadler@markiventerprises.com> TOWN OF PERINTON

Sent: Wednesday, August 21, 2024 1:20 PM

To Lori Stid; Peter Vars; Chris DiMarzo; David Kruse; Mike Bogojevski; Rebecca Spurr

Cc: Rob Kozarits; Jason Kennedy; Eric Williams; Ciaran Hanna; Janelle Reed; Chris Mueller;
Mike Doser

Subject: RE: Three90 Woodcliff NYSDOT Response Letter

Attachments: 2024-08-20 - Three90 Woodcliff Stantec Response.pdf

[CAUTION: This email originated from outside of the organization. Do not click on links or open attachments unless you
recognize the sender and know the content is safe]

Attached please find a letter the requested Sensitivity Analysis along with a letter from our traffic
engineer and supporting documentation.

Please feel free to contact me if you have any questions.
Thanks,
Chris

Christian M. Nadler, Esq.
General Counsel

Mark IV Enterprises

301 Exchange Boulevard, #200
Rochester, New York 14608
Phone # 585-540-2968

Cell # 585-315-4767
cnadler@markiventerprises.com

MARK IV ENTERPRISES

From: Lori Stid <{Stid@perinton.org>

Sent: Tuesday, August 20, 2024 12:31 PM

To: Christian M. Nadler <cnadler@markiventerprises.com>; Peter Vars <pvars@bmepc.com>; Chris DiMarzo
<cdimarzo@markiventerprises.com>; David Kruse <dkruse@passero.com>; Mike Bogojevski
<mbogojevski@bmepc.com>; Rebecca Spurr <rspurr@bmepc.com>

Cc: Rob Kozarits <rkozarits@perinton.org>; Jason Kennedy <jkennedy@perinton.org>; Eric Williams
<ewilliams@perinton.org>; Ciaran Hanna <channa@perinton.org>; Lori Stid <IStid@perinton.org>; Janelle Reed
<jreed@perinton.org>; Chris Mueller <cmueller@perinton.org>; Mike Doser <mdoser@perinton.org>

Subject: RE: Three90 Woodcliff NYSDOT Response Letter

[USE CAUTION: This email originated from outside of the organization]



Chris,

Pending review by appropriate Town staff of all documentation recently submitted, and what we are still waiting for
(sensitivity analysis), we will let you know if your proposed time table may be able to be followed in full or in part.

Lori Stid

Director of Volunteer Boards

Liaison Conservation Board & Sustainability Advisory Board
Assistant to Town Attorney

Town of Perinton

1350 Turk Hill Road

Fairport, NY 14450

tel - 585-223-0770 & fax 585-223-3629

Pending Requests - Properties Under Review
Overall Board Meeting Schedule — Applications before Boards
Fee Schedule

Volunteer Board Information

Government Information

Town Code

https://perinton.org/about/
https://finditinfairport.com/
https://www.fairportpartnership.org/
https://www.fairportfoundation.org/
Perinton Alert Services System — sign up
https://perinton.org/newsletters/ - sign up

From: Christian M. Nadler <cnadler@markiventerprises.com>

Sent: Tuesday, August 20, 2024 12:02 PM

To: Rob Kozarits <rkozarits@perinton.org>; Peter Vars <pvars@bmepc.com>; Jason Kennedy <jkennedy@perinton.org>;
Eric Willlams <ewilliams@perinton.org>; Ciaran Hanna <channa@perinton.org>

Cc: Chris DiMarzo <cdimarzo@markiventerprises.com>; David Kruse <dkruse @passero.com>; Mike Bogojevski
<mbogojevski@bmepc.com>; Rebecca Spurr <rspurr@bmepc.com>; Lori Stid <IStid@perinton.org>

Subject: RE: Three90 Woodcliff NYSDOT Response Letter

[CAUTION: This email originated from outside of the organization. Do not click on links or open attachments unless you
recognize the sender and know the content is safe]

Thank you very much. David Kruse from Passero will be submitting the requested sensitivity analysis
by the end of this week

As you know, we appeared at the July 11" Conservation Board meeting and the July 17 Planning
Board meeting. Both boards tabled the application pending receipt of the Stantec review. In an effort
to avoid any further delay, | would request that our application be placed on the following board
agendas for the following actions:



Conservation Board SEQR Recommendation September 3, 2024

Planning Board SEQR Recommendation September 18, 2024
Town Board SEQR Determination September 25, 2024
Planning Board Site Plan Review October 16, 2024

If there are any problems or concerns with this schedule please let me know as soon as possible so
we can address them.

Thanks,
Chris

Christian M. Nadler, Esq.
General Counsel

Mark IV Enterprises

301 Exchange Boulevard, #200
Rochester, New York 14608
Phone # 585-540-2968

Cell # 585-315-4767
cnadler@markiventerprises.com

MARK, 1 ENTERPRISES

From: Rob Kozarits <rkozarits@perinton.org>

Sent: Tuesday, August 20, 2024 10:38 AM

To: Peter Vars <pvars@bmepc.com>; Jason Kennedy <jkennedy@perinton.org>; Eric Williams <ewilliams@perinton.org>
Cc: Chris DiMarzo <cdimarzo@markiventerprises.com>; Christian M. Nadler <cnadler@markiventerprises.com>; David
Kruse <dkruse@passero.com>; Mike Bogojevski <mbogojevski@bmepc.com>; Rebecca Spurr <rspurr@bmepc.com>;
Lori Stid <|Stid@perinton.org>

Subject: Re: Three90 Woodcliff NYSDOT Response Letter

[USE CAUTION: This email originated from outside of the organization|

Hi Peter,

Attached foryour use is the TIS review letter from Stantec. Please note the requested sensitivity analysis
related to assumed woodcliff drive volumes resulting from the development. I'm out of the office today,
but will be in tomorrow if you'd like to further discuss.

Thanks,

Rob

From: Peter Vars <pvars@bmepc.com>
Sent: Tuesday, August 20, 2024 9:37:35 AM




To: Jason Kennedy <jkennedy@perinton.org>; Rob Kozarits <rkozarits@perinton.org>; Eric Williams
<ewilliams@perinton.org>

Cc: Chris DiMarzo <cdimarzo@markiventerprises.com>; Christian M. Nadler <chadler@markiventerprises.com>; David
Kruse <dkruse @passero.com>; Mike Bogojevski <mbogojevski@bmepc.com>; Rebecca Spurr <rspurr@bmepc.com>
Subject: Three90 Woodcliff NYSDOT Response Letter

[CAUTION: This email originated from outside of the organization. Do not click on links or open attachments unless you
recognize the sender and know the content is safe]

Gentlemen

Attached please find the letter from NYSDOT concerning their review of the traffic study completed by Passero
Associates for the proposed Three90 Woodcliff apartment project. As you will see in the DOT’s letter, they find the
proposed project will have no impact upon the state highway system and no mitigation is being required.

This letter, combined with the Stantec letter which you have received, should close the loop on the traffic review for the
proposed project. It is our understanding the Stantec letter also confirms the findings of the Passero report, and finds the
project will have no impact on the highway system nor upon Woodcliff Drive. We still do request to receive a copy of the
Stantec letter for our review and file.

As a result of the review of the traffic analysis by your office, NYSDOT, and Stantec, all of which find no impact, we
believe both the Conservation Board and the Planning Board should be able to move forward and complete their
respective reviews. Please advise if there are any other outstanding items which need to be addressed. We look to be
placed on the September Conservation Board and Planning Board agendas to complete this step of the process. We also
request that you forward this letter to the appropriate departments and Boards within the Town of Perinton to facilitate the
completion of the project review and the scheduling of the next Board meetings.

Please contact our office with any questions.
Thank you.

Peter G. Vars, P.E.
President

B M E|AssocCiaTEs

CELEBRATING + FS +» YEARS

BME Associates

10 Liftbridge Lane East
Fairport, NY 14450

Phone: (585) 377-7360 x112
Cell: (585) 820-1056
www.bmepc.com

Think Green. Please consider the ervironment and print this message only if necessary

CONFIDENTIALITY NOTICE:



This email message and any attachments are confidential and intended solely for the named addressee(s). They may be subject to legal, professional
or other privilege or may be protected by other legal rules. They must not be disclosed to anyone without the sender's authorization. If you are not
the intended recipient or authorized to receive this email for the intended recipient, you may not disclose, copy, distribute or retain this message or
any part of it.A,A We would appreciate it if you would notify us if you received this message but were not the intended recipient.

CONFIDENTIALITY NOTICE:
This email message and any attachments are confidential and intended solely for the named addressee(s). They may be subject to legal, professional
or other privilege or may be protected by other legal rules. They must not be disclosed to anyone without the sender's authorization. If you are not
the intended recipient or authorized to receive this email for the intended recipient, you may not disclose, copy, distribute or retain this message or
any part of it.A,A We would appreciate it if you would notify us if you received this message but were not the intended recipient.

un



242 West Main Street, Suite 100
PASSERO

engineering architecture 585.325.1000 | passero.com

August 20, 2024

REC
Attn: Robert J. Kozarits, PE // Town Engineer EIVED
Town of Perinton
1350 Turk Hill Road TO
Fairport, NY 14450 WN OF PERINTON

Three90 Woodcliff, Town of Perinton, NY
Response to Stantec Review Comments (August 12, 2024)
Passero Project No: 20243858.0001

Dear Mr. Kozarits:

This letter addresses review comments regarding the Traffic Impact Report (TIR) prepared for the subject
project by our firm in May 2024. The comments prepared by Stantec on August 12, 2024, were in response to

the Town'’s environmental review of the referenced project and desire to request an independent review of
the TIR.

Overall, the Stantec comments appear to concur with the findings of the Passero Traffic Impact Report and
summarizes by stating, “It is our opinion that the traffic impact study has been completed per New York
State Department of Transportation standards and no modifications are necessary.” Further, Stantec also
states, “It is recommended that connectivity to Woodcliff Drive be maintained to reinforce good access
management practices.” However, Stantec recommended that a sensitivity analysis be performed whereby
all traffic traveling to/from the north use Woodcliff Drive instead of turning onto NY-96. Specifically, this
comment is summarized below in italics followed by our response. The Stantec review letter and supporting
analysis are included at the end of this response letter.

Comment 6: It is understood that existing Woodcliff Drive residents are concerned about added traffic and
potential safety concerns; however, the analysis shows a maximum of 8 trips during the AM peak, 10 trips during
the PM peak, and 9 trips during the Saturday peak hour using Woodcliff Drive. These volumes are not significant
and are unlikely to cause congestion or safety concerns along Woodcliff Drive. While the trip distribution provided
in the Traffic Impact Report looks reasonable, the applicant should complete a sensitivity analysis assuming all
traffic (25% AM/PM & 30% Sat) travelling to/from the north on Moseley Road will utilize Woodcliff Drive. Then, LOS
and delay comparisons can be made with this small amount of additional traffic to document increases over
current projections.

Response: Passero performed this sensitivity analysis during all study peaks. Figure 01 shows the
May 2024 TIR site generated trips and Figure 02 shows the Stantec Sensitivity Analysis site
generated trips. The capacity analysis results, shown in the attached Table 01, show that under full
build conditions between the Proposed Action and the Stantec Sensitivity Analysis, there are no or
very small changes in projected delays at all study intersections. Any changes are 0.7 seconds per
vehicle or less. Notably, the projected delays slightly decrease at the Woodcliff Drive and Moseley
intersection given the effect of removing through traffic and increasing traffic in the dedicated
southbound right-turn lane.

Operationally, Woodcliff Drive can accommodate the increase in traffic volumes under all analysis
scenarios during the peak hours. Given the very low usage of Wood(cliff Drive, the existing sidewalks,



Three90 Woodcliff, Town of Perinton, NY
Response to Stantec Review Comments
Project No: 20243858.0001

August 20, 2024

and the very minor changes in projected delays, the proposed Woodcliff Drive access road should be
retained for the reasons previously described through the review process. Such benefits include
offering site users access to a signalized intersection and emergency response.

Please feel free to contact me directly with any questions.

Sincerely,

(har) Prsar

David Kruse, AICP, PTP
Senior Transportation Planner
dkruse@passero.com » 585-505-6012

Chris DiMarzo, Mark IV Enterprises
Steve DiMarzo, Mark IV Enterprises
Chris Nadler, Mark |V Enterprises
Peter Vars, BME Associates
Rebecca Spurr, BME Associates

PASSERO regezer



TOWN OF PERINTON
100 COBB'S LANE 8 FAIRPORT, NEW YORK 144508617
{586) 223-5115 BFax: (585) 223-0448 Rvww.porinion org

PUBLIC WORKS

To: Ciaran Hanna, Town Supervisor
From: RobertJ. Kozarits, P.E., Town Engineer
Copy: Lori Stid
Date:  August 13,2024
Three90 Woodcliff Place — Stantec Traffic Impact Study Review

The Town hired traffic engineers from Stantec Consulting to review and provide technical comments on
the Traffic Impact Report submitted for the Three90 Woodcliff Place apartment project dated May 22,
2024. A copy of their review comments are attached.

Overall, Stantec found the report to be complete and in compliance with NYSDOT traffic impact report
standards. Of particular importance was their concurrence with the estimated trip generation values, trip
distribution, assignments to local road network and synchro calculation results.

Stantec did recommend that the applicant complete a sensitivity analysis of the trip distribution assuming
the apartment driveway is connected to Woodcliff Drive. This would involve evaluating the level of
service and delay at Moseley Road and Woodcliff Drive assuming a more conservative volume of traffic
to and from the apartment complex.

DPW concurs with Stantec’s technical review comments and supports the recommendation for a
sensitivity analysis prior to the Town making a SEQR determination,



Stantac Consuiting Services Inc.

@ Sta ntec 3 Columbia Circle Suite 6, Albany NY 12203-5158

August 12, 2024
File: TBD

Attention: Mr. Rob Kozarits, P.E. Town Engineer
Town of Perinton — Department of Public Works

100 Cobbs Lane

Fairport, NY 14450

Dear Mr. Kozarits,

Reference: Traffic Impact Study Review — 390 Woodcliff Apartments

The Applicant for the above referenced project has submitted a Traffic Inpact Report, dated May 22, 2024,
for 390 Woodcliff Apartments in the Town of Perinton, NY. Stantec’s technical comments for the Town to
consider as follows:

Review Comments

Data was collected during three (3) peak hour periods to form the basis of the analysis. Data was
collected during typical days during the AM peak, PM peak, and Saturday peak hour.

The Town has noted a decrease in volumes on Woodcliff Drive based on historical traffic data, and
a nominal increase in traffic would not change the outcome of the analysis; therefore, the 1.5%
growth rate is appropriate for the study.

The Synchro calculations for the Existing and No-build scenarios appear to be accurate, including
correct volumes, peak hour factors, heavy vehicle percentage inputs, and geometry.

The trip generation estimation was calculated using the industry standard reference, ITE’s Trip
Generation Manual, 11% Edition. Land Use Code (LUC 220) for 178 units of Multifamily Housing is
the appropriate use, and calculations for all three peak periods have been confirmed.

The estimated trip distribution is appropriate based on existing flows of traffic and existing
generators in the area. The report estimates traffic distributions with and without access to/from
Woodcliff Drive. It is recommended that connectivity to Woodcliff Drive be maintained to reinforce
good access management practices. At a minimum, the Town should maintain emergency vehicle
access off Woodcliff Drive by use of a mountable curb/break-thru barrier. If volumes on NYS Route
96 increase significantly in the future (due to development or re-activation of the adjacent and
surrounding office space) the ability to access the traffic signal at NYS Route 96 for site generated
left turning vehicles may be beneficial.

It is understood that existing Woodcliff Drive residents are concerned about added traffic and
potential safety concerns; however, the analysis shows a maximum of 8 trips during the AM peak,
10 trips during the PM peak, and 9 trips during the Saturday peak hour using Woodcliff Drive.
These volumes are not significant and are unlikely to cause congestion or safety concerns along



August 12, 2024
Mr. Rob Kozarits, P.E. Town Engineer

Page 2 of 3

Reference:

Traffic impact Study Review - 390 Woodcliff Apartments

Woodcliff Drive. While the trip distribution provided in the Traffic Impact Report looks reasonable,
the applicant should complete a sensitivity analysis assuming all traffic (25% AM/PM & 30% Sat)
travelling to/from the north on Moseley Road will utilize Woodcliff Drive. Then, LOS and delay
comparisons can be made with this small amount of additional traffic to document increases over
current projections. Some general observations:

The road curvature and topography of Woodcliff Drive appear to be undesirable for most
cut-through traffic. However, when using Google Maps to provide directions from
Lorraine’s Food Factory (370 Woodcliff Drive) to Egypt Fire Departments — Station 2 (1080
Moseley Road), the Woodcliff Drive and Route 96/Route 250 routing options are typically
the same travel time (time of day dependent) but the distance traveled is 0.4 miles shorter
along the Woodcliff Drive option. The shorter distance route may be given priority in
various web-based mapping services depending on time of day and how the address and
access options are interpreted.

Delay for left turning vehicles from the either the unsignalized NYS Route 96 access (SB
Lefts) or the Woodcliff Drive and Moseley Road intersection (EB lefts) are only different by
4-5 seconds in all peaks under the current trip distribution (proposed action). Any increase
in site trips to Woodcliff Drive (per recommended sensitivity analysis) will likely increase
delays at the Woodcliff Drive/Moseley Road intersection which may lessen the attraction for

this routing.

7. The trip assignment figures align with the estimated trip generation and distribution.

8. Build volumes are accurate.
The Synchro calculations appear to be accurate in the Build condition, including correct volumes,
peak hour factors, heavy vehicle percentages, and geometry.

10. Qverall, it is agreed that the project will have little impact to the existing conditions of the roadway
network. No letter level of service changes is noted at the study area intersections.

Recommendations:

These comments constitute Stantec’s review of the proposed 390 Woodcliff Apartments. It is our opinion

that the

traffic impact study has been complete per New York State Department of Transportation standards

and no modifications are necessary. The recommended sensitivity analysis would provide additional data
on potential future traffic patterns on Woodcliff Drive as a result of the apartment project and whether and
level of service concerns could be expected.

If you have any comments or questions, please call at your convenience.



August 12, 2024
Mr. Rob Kozarits, P.E. Town Engineer
Page 3 of 3

Refsrence: Traffic Impact Study Review - 390 Woodcliff Apartments

Regards,
Stantec Consulting Services Inc.

Jon Hartley, PE, PTOE Dan Quiri, PE
Principal Traffic Engineer
Phone: (585) 413-5287 Phone: (518) 815-2375
lon.Hartley@stantec.com Daniel. Quiri@s

fg c:\users\dquiri\desktop\proposal work\390 woodcliff\390 woodcliff tis review.docx



Figure 01 PASSERO
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390 Woodcliff Drive Apartment, Town of Perinton, NY

Site Generated Trips - Proposed Action

Proposed Access
#(#H)[#H]  AM(PM)[SAT]
Entering Trip

Project Number: 20243858.0001 Exiting Trip



Figure 02 PASSERO
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390 Woodcliff Drive Apartment, Town of Perinton, NY

Site Generated Trips - Stantec Sensitivity Analysis
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Project:
Location
Peak Hour:
Condition:

Figure:

Location
Number

390 Woodcliff Drive Apartments
Town of Perinton, NY

Weekday AM

Stantec Sensitivity Analysis

Num of yrs
2024 No Build
Intersection Collected Volumes
Volumes 1.5%
NY-96 at
Woodcliff Drive
SR 43
ST 2
SL 14
40
437
36
NR 4
NT 2
NL
46
545
146
370 Woodcliff Drive at -
Woodcliff Drive
SR 3 3
ST 53 55
SL 8 8
1 1
5 5
NR 24 25
NT 158 163
NL 13 13
1 1
Moseley Road (NY-250) at
Woodcliff Drive
SR 73 75
ST 201 207
SL
NR
NT
NL
NY-96 at
Proposed Drivewa
SR
ST
SL
NR
NL

Passero Associates

Enter
Dist. %

%
1%

Trip Generation and Distribution

Exit Trips IN | Trips OUT
Dist. % 19 59

Fu!f Build
Volumes

50

17

At

473
37

47
570
152

12

529



Project:
Location
Peak Hour:
Condition:

Figure:

Location
Number

390 Woodcliff Drive Apartments
Town of Perinton, NY

Weekday PM

Stantec Sensitivity Analysis

Num of yrs
2024 No Bulld
Intersection Collected Volumes
Volumes 1.5%
NY-96 at
Woodcliff Drive
SR
ST
SL 57
EF
779
1
NR T30
NT 19
NL 29
3
934
45
370 Woodcliff Drive at
Woodcliff Drive
SR
ST
SL
30 31
NR KB KB
NT 76 78
NL
Moseley Road (NY-250) at
Woodcliff Drive
SR 28 29
ST 19¢ 205
SL
NR
NT 306 15
NL 10 10
ER KX i1
NY-96 at
ised Driveway
SR
SL
NR
NT
NL
1021

Passero Associates

Enter
Dist. %

%
%

Trip Generation and Distribution

Trips IN | Trips OUT
Dist. % 61 36

78

IM

315
10
1



Project: 390 Woodcliff Drive Apartments

Location Town of Perinton, NY
Peak Hour:  Saturday
Condition: Stantec Sensitivity Analysis
Figure:
Location R
Intersection
Number
NY-96 at
Woodcliff Drive
SR
SL
NR
NL

370 Woodcliff Drive at
Woodcliff Drive
SR
ST
SsL

NR
NT
NL

Moseley Road (NY-250) at
Woodcliff Drive
SR
ST
SL

NR
NT
NL

NY-96 at
Proposed Driveway
SR

SL

NR
NT
NL
ER

Passero Associates

Num of yrs
2024 No Build
Collected Volumes
Volumes 1.5%
1159 1194
32
2 1
1 1
59 61
2 a4
1 1
1 1
34 35
296 305
5
5
254 262
25 26
24 25
1165 1200

Enter
Dist. %

30%
5%

Trip Generation and Distribution

Trips IN
3

| Trips OUT
7 36

Dist. %

Total Site
Trips

46
305

(J’IIO’I

262
26
25

1207
1"



1. NY-96 at Woodcliff Drive (3)

'WB Right - NY-96

|SB Thru/Right - Woodcliff Dr

|2. Woodcliff Drive at 370-375 Woodcliff (U)

|WB Right - 370 Woodcliti Or

Woodcliff Drive at Moseley Road (U}
EB Right - Woodcliff Dr
|WB - 1344 Moseley Rd
‘NB Left - Moselsy Rd

\4. NY-88 at Proposed Access (U)

[SB Left - Proposed Access

S8 Right -

Green shaded cells indicate low deiays, yeliow shaded calls indicate modsrate dalays. red shaded cells indicale long detays
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Lanes, Volumes, Timings
1: WillowBrook Office Park/Woodcliff Drive & NY-96

Traffic Volume (vph)
Future Volume (vph)
Ideal Flow (vphpl)
Storage Length (ft)
Storage Lanes
Taper Length (ft)
Lane Util. Factor

Frt

Fit Protected

Satd. Flow (prot)

Fit Permitted

Satd. Flow (perm)
Right Turn on Red
Satd. Flow (RTOR)
Link Speed (mph)
Link Distance (ft)
Travel Time (s)

Peak Hour Factor
Heavy Vehicles (%)
Adj. Flow (vph)
Shared Lane Traffic (%)
Lane Group Flow (vph)
Tum Type

Protected Phases
Permitted Phases
Detector Phase
Switch Phase
Minimum Initial (s)
Minimum Split (s)
Total Split (s)

Total Split (%)
Maximum Green (s)
Yellow Time (s)
All-Red Time (s)
Lost Time Adjust (s)
Total Lost Time (s)
Lead/Lag

Lead-Lag Optimize?
Vehicle Extension (s)
Recall Mode

Walk Time (s)

Flash Don't Walk (s)
Pedestrian Calls (#/hr)
Act Effct Green (s)
Actuated g/C Ratio
v/c Ratio

Control Delay (s/veh)
Queue Delay

390 Woodcliff Apartments
Passero Associates

0.95

0.91
0%

v E o

6.0
11.0
18.0
20.0%
13.0
3.5

1.5

Lead
Yes
2.0
None

EBL

5
152
152

1900
500

40
1.00

0.95
178
0.43
81i

0.91
1%
167

6.0
11.0
18.0

20.0%
13.0

35

15

0.0

5.0

Lead
Yes
2.0
None

7
12

0.

EBT
g
570
570

1900

0.95
0.988

3409
3409

11
45
1458
221
0.91
5%
626

678
NA

15.0
36.0
42.0
46.7%
36.0
4.0
2.0
0.0
6.0
Lag
Yes
2.0
C-Max
7.0
23.0

66.2
0.74
027
6.0
0.0

EBR

0.95

1.91
0%
52

WBL
37
37
1900
430
65
100 095
0.150
105 3471
0.194
49 3471
45
1002
15.2
1.91 0.91
0% 4%
41 520
41 520
rpt NA
1 6
6
1
6.0 15.0
11.0 27.0
180 420
200% 46.7%
13.0 36.0
3.5 4.0
15 2.0
0.0 0.0
5.0 6.0
Lead Lag
Yes Yes
2.0 2.0
None C-Max
7.0
14.0
8. 59.7
17 0.66
0 0.23
2. 7.1
0. 0.0

2026 Full Build AM (Stantec Analysis)

41

100
60

1.00
0.850

1615

1615

1.91
0%
45

45
Perm

15.0
27.0
420
468.7%
36.0
40
2.0
0.0
6.0
Lag
Yes
2.0
C-Max
7.0
14.0

59.7
0.66
0.04
03
0.0

NBR

NBT
by
0
0
900 1900
180
1
25
1.00 1.00
0.900
1900 1710
1900 1710
4
30
344
46
1.91 .91
0% 0%
0 2
10.0 10.0
36.5 36.5
30.0 30.0
33.3% 33.3%
24.5 24.5
35 35
2.0 2.0
0.0 0.0
55 55
2.0
None
7.0
24.0
10.0
0.11
0.03
26.8
0.0

08/20/2024
B

1900

100

100
1.00 1.00 1.00
0.855

0.
1 1624
0.

1 1624
55
30
436
9.9
1.91 1.91 0.91
0% 7% 0%

4 19
19 57

Perm
10.0 10.0
22.5 22.5
30.0 30.0
33.3% 33.3%
245 24.5
3.5 35
2.0 2.0
0.0 0.0
55 55
2.0 2.0
None  None
10.0 10.0
0.11 0.11
0.13 0.25
384 14.3
0.0 0.0
Synchro 12 Report

Page 1



Lanes, Volumes, Timings

1: WillowBrook Office Park/Woodcliff Drive & NY-96

Lane Grou
Lane Configurations

Traffic Volume (vph)
Future Volume (vph)

Storage Length (ft)
Storage Lanes
Taper Length (ft)
Lane Util. Factor

Frt

Fit Protected

Satd. Flow (prot)

Fit Permitted

Satd. Flow (perm)
Right Turn on Red
Satd. Flow (RTOR)
Link Speed (mph)
Link Distance (ft)
Travel Time (s)

Peak Hour Factor
Heavy Vehicles (%)
Adj. Flow (vph)
Shared Lane Traffic (%)
Lane Group Flow {vph)
Turm Type

Protected Phases
Permitted Phases
Detector Phase
Switch Phase
Minimum Initial (s)
Minimum Spilit (s)
Total Split (s)

Total Split (%)
Maximum Green (s)
Yellow Time (s)
All-Red Time (s)
Lost Time Adjust (s)
Total Lost Time (s)
Lead/Lag

Lead-Lag Optimize?
Vehicle Extension (s)
Recall Mode

Walk Time (s)

Flash Don't Walk (s)
Pedestrian Calls (#fhr)
Act Effct Green (s)
Actuated g/C Ratio
vic Ratio

Control Delay (s/veh)
Queue Delay

390 Woodcliff Apartments
Passero Associates

1.00

Yes

1.91
0%
55

2026 Full Build AM (Stantec Analysis)

08/20/2024

Synchro 12 Report
Page 2



Lanes, Volumes, Timings
1: WillowBrook Office Park/Woodcliff Drive & NY-96

ie Grol WBL WBR
Total Delay (s/veh) 3.3 6.0 29 0.3
LOS A A
Approach Delay (s/veh) 54
Approach LOS
Queue Length 50th (ft) 80
Queue Length 95th (ft) 108
Internal Link Dist (ft) 1378
Tum Bay Length (ft) 430 60
Base Capacity (vph) 10 756 2303 1102
Starvation Cap Reductn 0
Spillback Cap Reductn 0
Storage Cap Reductn 0
Reduced vic Ratio 27 005 023 0.04
Intersection Summ:
Area Type: Other
Cycle Length: 90
Actuated Cycle Length: 90
Offset: 25 (28%), Referenced to phase 2:EBTL and 6:WBTL, Start of Yellow
Natural Cycle: 85
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.27
Intersection Signal Delay (siveh): 6.6 Intersection LOS: A
Intersection Capacity Utilization 44.3% ICU Level of Service A

Analysis Period (min) 15
Description: 7:45 to 8:45 AM

Splits and Phases:  1: WillowBrook Office Park/Woodcliff Drive & NY-96

@2 (R)

26 (R)

390 Woodcliff Apartments
Passero Associates

2026 Full Build AM (Stantec Analysis)

08/20/2024

NBR SBL SB
384 143

20.3

36

356

Synchro 12 Report

Page 3



Lanes, Volumes, Timings
1: WillowBrook Office Park/Woodcliff Drive & NY-96

Lane Grou SBR
Total Delay (s/veh)
LOS

Approach Delay (s/veh)
Approach LOS

Queue Length 50th (ft)
Queue Length 95th (ft)
Internal Link Dist (ft)
Turn Bay Length (ft)
Base Capacity (vph)
Starvation Cap Reductn
Spillback Cap Reductn
Storage Cap Reductn
Reduced v/c Ratio

Intersection Summar

390 Woodcliff Apartments
Passero Associates

2026 Full Build AM (Stantec Analysis)
08/20/2024

Synchro 12 Report
Page 4



Lanes, Volumes, Timings

.‘_
Lane Group WBL 3R
Lane Configurations if
Traffic Volume (vph) 15
Future Volume (vph) 15
Ideal Flow (vphpl) 100
Storage Length (ff) 10
Storage Lanes 1
Taper Length (ft)
Lane Util. Factor 1.00 1.00 1.00
Frt 0.850
Fit Protected 0.955
Satd. Flow (prot) 1814 1615
Fit Permitted 0.955
Satd. Flow (perm) 1814 1615
Link Speed (mph}) 30
Link Distance (ft) 1075
Travel Time (s) 244
Peak Hour Factor 0.88 088 088 088 1.88
Heavy Vehicles (%) 0% 0% 0% 0% 0%
Adj. Flow (vph) 16 17
Shared Lane Traffic (%)
Lane Group Flow {vph)
Sign Control Stop Stop

ion Summ:
Other

Control Type: Unsignalized
Intersection Capacity Utilization 27.6% ICU Level of Service A

Analysis Period (min) 15
Description: 8:00 to 9:00 AM

390 Woodcliff Apartments
Passero Associates

0 1.00

0.982

0.997

1817

0.997

1817

30

436

9.9

.88 0.88

0% 3%
15

231
Free

NBR

1.00

0.88
0%

2026 Full Build AM (Stantec Analysis)
2: Woodcliff Drive & 375 Woodcliff Drive/370 Woodcliff Drive

08/20/2024

SBL  SBT

1.00  1.00
0.995
0.991
1817
0.991
1817
30
786
17.9

088 088 088

0% 4% 0%
15 63

Free

Synchro 12 Report
Page 5



HCM 7th TWSC

Intersection
Int Delay, siveh

lovement
Lane Configurations
Traffic Vol, veh/h
Future Vol, veh/h
Conflicting Peds, #/hr
Sign Control
RT Channelized
Storage Length
Veh in Median Storage, #
Grade, %
Peak Hour Factor
Heavy Vehicles, %
Mvmt Flow

ajor/Minor
Conflicting Flow All 309
Stage 1
Stage 2 215
Critical Hdwy 7.4
Critical Hdwy Stg 1 6.1
Critical Hdwy Stg 2 6.1

Follow-up Hdwy 35
Pot Cap-1 Maneuver 647
Stage 1 918
Stage 2 791

Platoon blocked, %
Mov Cap-1 Maneuver
Mov Cap-2 Maneuver
Stage 1
Stage 2

roach

HCM Control Delay, s/v10.09
HCM LOS

Minor Lane/Major Mvmt
Capacity (veh/h)

HCM Lane V/C Ratio
HCM Control Delay (s/veh)
HCM Lane LOS

HCM 95th %tile Q(veh)

390 Woodcliff Apartments
Passero Associates

Minor2

EBR WBL

Stop  Stop
- None
Minor1
339 64 322
94 230
245 92
65 62 7.1
55 6.1
55 6.1
33 35
586 1006 635
821
707 920
57. 1006
57
81,
69"
10.17

WBT WBR NBL NBT
4 f
163
163
Stop  Stop Free
None
110 -
0
0
8 88
0 3
5 85
Major1
326 201 66
230
95
65 6.2 41
55
55
3 2.2
596 84 1549
718
820
NB
0.47

2026 Full Build AM (Stantec Analysis)
2: Woodcliff Drive & 375 Woodcliff Drive/370 Woodcliff Drive

NBR SBL SBT SBR

27
27
Free Free Free Free
None - None
0
0
88 88
4
63
jor2
0 216
2.2
1366
1366
SB
1.4

NBT NBREBLn1WBLn1WBLn2 SBL SBT SBR

710 617 845 326

0.005 0.028 0.02 0.011

08/20/2024

Synchro 12 Report
Page 6



Lanes, Volumes, Timings
3: Moseley Road & Woodcliff Drive/1344 Moseley Road

Lane Group

Lane Configurations
Traffic Volume (vph)
Future Volume (vph)
Ideal Flow (vphpl)
Storage Length (ft)
Storage Lanes
Taper Length (ft)
Lane Util. Factor

Frt

Flt Protected

Satd. Flow (prot)

FIt Permitted

Satd. Flow (perm)
Link Speed (mph)
Link Distance (ft)
Travel Time (s)
Peak Hour Factor
Heavy Vehicles (%)
Adj. Flow (vph)

Shared Lane Traffic (%)
Lane Group Flow (vph)

Sign Control

Intersection Summ:
Area Type:

Control Type: Unsignalized

EBL  EBT
5
39
1900
1.00
0.850
0.951
165 1615
0.
1 1615
30
19.2
.88 0.88
9% 0%
44
Stop

Other

Intersection Capacity Utilization 26.4%

Analysis Period (min) 15
Description: 7:45 to 8:45 AM

390 Woodcliff Apartments

Passero Associates

1.00

0.88
0%

WBL
0
0
100
0
0
25
00  1.00
0.865
0 1644
30
1015
23.1
0.88 0.88
0% 0%
Stop

2026 Full Build AM (Stantec Analysis)

NBT

107
107
1900

1.00 1.00
0.998

0 1759

1759

45

997

15.1

088 088 088
0% 0% 8%
1 122

125
Free

ICU Level of Service A

NBR

1.00

0.88
0%

0.88
0%

08/20/2024
SBT SB
207 80
207 80
1900 1900
240
1.00
1845 1568
45
1139
17.3
083 0.88
3% 3%
235 91
235
Free
Synchro 12 Report

Page 7



HCM 7th TWSC 2026 Full Build AM (Stantec Analysis)

3: Moseley Road & Woodcliff Drive/1344 Mosele' Road 08/20/2024
ntersection
nt Delay, s/veh
Movement EBL EBT EBR WBL T WBR NBL NBT BT SBR
Lane Configurations % b )
Traffic Vol, veh/h 39 0 6 1 80
Future Vol, veh/h 6 1 80
Conflicting Peds, #hr 0 0 0 0
Sign Control Stop  Stop P Stop  Sto| ee Free Free Free
RT Channelized e Non None None
Storage Length ) 240
Veh in Median Storage, # 0
Grade, % 0 -
Peak Hour Factor 88 88
Heavy Vehicles, % 8 0
Mvmt Flow 22 2
Major/Minor Minor2 Minor1 Major1 Major2
Conflicting Flow All 359 361 235 360 451 123 326 0 124

Stage 1 235 235 125 125

Stage 2 124 126 235 326
Critical Hdwy 719 65 71 65 4.1
Critical Hdwy Stg 1 619 55 81 55
Critical Hdwy Stg 2 619 55 61 55
Follow-up Hdwy 3.581 33 35 33 22 2.2
Pot Cap-1 Maneuver 584 569 809 599 507 1245 1476

Stage 1 752 714 884 796

Stage 2 864 795 772 652
Platoon blocked, %
Mov Cap-1 Maneuver 582 5 1245 1476
Mov Cap-2 Maneuver 582 &

Stage 1 7%2 7

Stage 2 862 7
HCM Control Delay, siv 11.4 8.86 0.07
HCM LOS

NBR EBLn1EBLn2ZWBLn1 SBL SBT SBR

Capacity (veh/h) 582 809 934 1476
HCM Lane V/C Ratio - 0.076 0.008 0.001 -
HCM Control Delay (s/veh) 0
HCM Lane LOS A
HCM 95th %tile Q(veh) 0
390 Woodcliff Apartments Synchro 12 Report

Passero Associates Page 8



Lanes, Volumes, Timings
4: NY-96 & Proposed Access

Lane Grou

Lane Configurations
Traffic Volume (vph)
Future Volume (vph)
Ideal Flow (vphpl)
Storage Length (ft)
Storage Lanes
Taper Length (ft)
Lane Util. Factor

Frt

Fit Protected

Satd. Flow (prot)

Fit Permitted

Satd. Flow (perm)
Link Speed (mph)
Link Distance (ft)
Travel Time (8)
Peak Hour Factor

Heavy Vehicles (%)

Adj. Flow (vph)

Shared Lane Traffic (%)
Lane Group Flow (vph)

Sign Control

Intersection Summa
Area Type:

Control Type: Unsignalized
Intersection Capacity Utilization 26.1%
Analysis Period (min) 15

390 Woodcliff Apartments

Passero Associates

(O(O..*Idg

100

25
00

0. 150
1105
0. 150
1105

0.92
0%
10

10

Other

EBT
+4
583
583

1900

0.95

3438
3438

1002
15.2
0.92
5%
634

634
Free

WBT
g
529
529

1900

0.95
0.999

3502

3502
45
1096
16.6
0.92

575

578
Free

2026 Full Build AM (Stantec Analysis)

WBR SBL SBR

1900 1900
25
095 1.00 1.00
0.850
0.950
1805 1615
0.950
1805 1615
30
517
11.8

092 092 1.92
0% 0% 0%
13 25

Stop

ICU Level of Service A

08/20/2024

Synchro 12 Report
Page 9



HCM 7th TWSC

4: NY-96 & Proposed Access

Intersection
Int Delay, s/veh
Movement EBL EBT
Lane Configurations N 44
Traffic Vol, veh/h 9 583
Future Vol, veh/h 9 583
Conflicting Peds, #/hr
Sign Control Free Free
RT Channelized None
Storage Length 100
Veh in Median Storage, #
Grade, %
Peak Hour Factor 92 92
Heavy Vehicles, %
Mvmt Flow 10 634
jor/Minor

Conflicting Flow All

Stage 1

Stage 2
Critical Hdwy 4.1

Critical Hdwy Stg 1
Critical Hdwy Stg 2

Follow-up Hdwy 2.2
Pot Cap-1 Maneuver 1005
Stage 1
Stage 2

Platoon blocked, %
Mov Cap-1 Maneuver 1005
Mov Cap-2 Maneuver

Stage 1

Stage 2

roach

HCM Control Delay, siv 0.13
HCM LOS

Minor Lane/Major Mvmt JEBL
Capacity (veh/h) 1005
HCM Lane V/C Ratio 0.01
HCM Control Delay (s/veh) 8.6
HCM Lane LOS A
HCM 95th %tile Q(veh) 0

390 Woodcliff Apartments
Passero Associates

WBT WBR SBL
>

12

529 3 12

Free Free Stop

None -
0
0

92 92
3

75 13

Minor2

0 913

336

6.8

58

5.8

35

211

531

701

SB

11.67

SBR

23
23

Stop
None

92

25

289

3.3
714

395

714

- 0.033 0.035

14.4

10.2

2026 Full Build AM (Stantec Analysis)

08/20/2024

Synchro 12 Report
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Lanes, Volumes, Timings

1: WillowBrook Office Park/Woodcliff Drive & NY-96

Grou
Lane Configurations
Traffic Volume (vph)
Future Volume (vph)
Ideal Flow (vphp)
Storage Length (ft)
Storage Lanes
Taper Length (ft)
Lane Util. Factor
Frt
Flt Protected
Satd. Flow {prot)
Flt Permitted
Satd. Flow (perm)

Satd. Flow (RTOR)

Link Distance (ft)
Travel Time (s)

Peak Hour Factor
Heavy Vehicles (%)
Adj. Flow (vph)

Shared Lane Traffic (%)
Lane Group Flow (vph)

Protected Phases
Permitted Phases
Detector Phase
Switch Phase
Minimum Initial (s)

Total Split (s)

Total Split (%)
Maximum Green (s)
Yellow Time () "
All-Red Time (s)
Lost Time Adjust (s)
Total Lost Time (s)
Lead/Lag

Lead-Lag Optimize?
Vehicle Extension (s)
Recall Mode

Walk Time (s)

Flash Don't Walk (s)
Pedestrian Calls (#/hr)
Act Effct Green (s)
Actuated g/C Ratio
v/c Ratio

Control Delay (s/veh)
Queue Delay

390 Woodcliff Apartments

Passero Associates

EBU

0.95

1.89
0%

6.0
11.0
23.0
25.6%
18.0
3.5

1.5

Lead
Yes
2.0
None

EBL

51
51
1900
500

40
1.00

0. 150
1105
0.172

17

.89
0%
57

64
1+pt
5

2

5

6.0
11.0
23.0

25.6%
18.0

3.5

15

0.0

5.0

Lead
Yes
2.0
None

.
17!
11
3
0.

EBT
g
959
959

1900

3574

3574

45
1458
221
0.89

1%
1078

1081
NA

15.0
36.0
370
41.1%
31.0
4.0
2.0
0.0
6.0
Lag
Yes
2.0
C-Max
7.0
23.0

65.5
0.73
042
6.1
0.0

EBR  WBL

1900
430

65
095  1.00
0. 0
115
0. 8

089  0.89
0% 0%

pm+pt

6.0
11.0
23.0

25.6%
18.0

3.5

1.5

0.0

50

Lead
Yes
20
None

4.
W7
\.0\
3.

WBT
+4

1900

0.95

3574

g¢
15
0.£

891
NA

15.0
27.0
37.0
41.1%
31.0
4.0
2.0
0.0
6.0
Lag
Yes
2.0
C-Max
7.0
14.0

58.8
0.65
0.38
84
0.0

1.00
0.850

1615

1615
Yes
91

1.89
0%
13

Perm

15.0
27.0
37.0
41.1%
31.0
4.0
2.0
0.0
6.0
Lag
Yes
20
C-Max
7.0
14.0

58.8
0.65
0.01
0.0
0.0

NBL

29
29
1900
180

25
1.00

0.89
0%
33

Perm

10.0
36.5
30.0
33.3%
245
3.5
20
0.0
5.5

2.0
None
7.0
24.0

10.8
0.12
0.32
44.6

0.0

NBT
19

1900

1.00
0.907

1723

1723

55
NA

10.0
36.5
30.0
33.3%
24.5
35
20
0.0
55

2.0
None
7.0
24.0

10.8
0.12
0.23
20.8

0.0

NBR

1.00

Yes

1.89
0%
34

08/20/2024
SBL
59
59
1900
100
100
1.00 1.00
0.850
0.95
1771 1599
0.72
134. 1599
1.89
2%
66
66
Perm
10.0 10.0
225 225
30.0 30.0
33.3% 33.3%
24.5 245
35 3.5
2.0 2.0
0.0 0.0
55 55
20 2.0
None  None
0.i 0.
A L1
4 1.3
1.
0.
Synchro 12 Report

2026 Full Build PM (Stantec Analysis)
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Lanes, Volumes, Timings
1: WillowBrook Office Park/Woodcliff Drive & NY-96

Grou SBR
Lane Configurations
Traffic Volume (vph) 59
Future Volume (vph) 59
Ideal Flow (vphpl) 100
Storage Length (ft) 0
Storage Lanes 0
Taper Length (ft)
Lane Util. Factor 1.00
Frt
Fit Protected
Satd. Flow (prot)
FIt Permitted
Satd. Flow (perm)
Right Tum on Red
Satd. Flow (RTOR)
Link Speed (mph)
Link Distance (ft)
Travel Time (s)
Peak Hour Factor 0.89
Heavy Vehicles (%) 1%
Adj. Flow (vph) 179
Shared Lane Traffic (%)
Lane Group Flow (vph)
Tum Type
Protected Phases
Permitted Phases
Detector Phase
Switch Phase
Minimum Initial (s)
Minimum Spilit (s)
Total Split (s)
Total Split (%)
Maximum Green (s)
Yellow Time (s)
All-Red Time (s)
Lost Time Adjust (s)
Total Lost Time (s)
Lead/Lag
Lead-Lag Optimize?
Vehicle Extension (s)
Recall Mode
Walk Time (s)
Flash Don't Walk (s)
Pedestrian Calls (#/hr)
Act Effct Green (s)
Actuated g/C Ratio
vic Ratio
Control Delay (s/veh)
Queue Delay

390 Woodcliff Apartments
Passero Associates

2026 Full Build PM (Stantec Analysis)

08/20/2024

Synchro 12 Report
Page 2



Lanes, Volumes, Timings 2026 Full Build PM (Stantec Analysis)
1: WillowBrook Office Park/Woodcliff Drive & NY-96 08/20/2024

Lane Grou EBU EBT EBR WBL WBT WBR NBL NBT NBR  SBL

Total Delay (s/veh) 6.1 3.0 443

LOS

Approach Delay (s/veh) 6.0 8.3 29.7

Approach LOS

Queue Length 50th (ft) 87 115 18

Queue Length 95th (ft) 214 169 45 43

Intemal Link Dist (ft) 1378 907 564

Tum Bay Length (ft) 30 80 100

Base Capacity (vph) 2599 i27 133 4 365 733
Starvation Cap Reductn 0 0 0
Spillback Cap Reductn 0 0 0

Storage Cap Reductn 0 0 0
Reduced v/c Ratio 0.42 .00 14 018 0.4
ntersection Summ.

Area Type: Other

Cycle Length: 90

Actuated Cycle Length: 90

Offset: 50 (56%), Referenced to phase 2:EBTL and 6:WBTL, Start of Yellow

Natural Cycle: 85

Control Type: Actuated-Coordinated

Maximum v/c Ratio: 0.42

Intersection Signal Delay (s/veh): 8.5 intersection LOS: A
Intersection Capacity Utilization 68.1% ICU Level of Service C
Analysis Period (min) 15

Description: 4:30 to 5:30 PM

Splits and Phases:  1: WillowBrook Office Park/Woodcliff Drive & NY-96

22 (R)

@6 (R)

390 Woodcliff Apartments Synchro 12 Report
Passero Associates Page 3



Lanes, Volumes, Timings
1: WillowBrook Office Park/Woodcliff Drive & NY-96

Lane Grou SBR

LOS

Approach Delay (s/veh)
Approach LOS

Queue Length 50th (ft)
Queue Length 95th (ft)
Internal Link Dist (ft)
Turn Bay Length (ft)
Base Capacity (vph)
Starvation Cap Reductn
Spillback Cap Reductn
Storage Cap Reductn
Reduced vic Ratio

Intersection Summ:

390 Woodcliff Apartments
Passero Associates

2026 Full Build PM (Stantec Analysis)
08/20/2024

Synchro 12 Report
Page 4



Lanes, Volumes, Timings

2: Woodcliff Drive & 375 Woodcliff Drive/370 Woodcliff Drive

Grou
Lane Configurations
Traffic Volume (vph)
Future Volume (vph)
Ideal Flow (vphpl)
Storage Length (ft)
Storage Lanes
Taper Length (ft)
Lane Util. Factor
Frt
Flt Protected
Satd. Flow (prot)
FIt Permitted
Satd. Flow (perm)
Link Speed (mph)
Link Distance (ft)
Travel Time (s)
Peak Hour Factor
Heavy Vehicles (%)
Adj. Flow (vph)

Shared Lane Traffic (%)
Lane Group Flow (vph)

Sign Control
Intersection Summ.

390 Woodcliff Apartments

Passero Associates

0.72
0%

Other
Control Type: Unsignalized
Intersection Capacity Utilization 30.5%
Analysis Period (min) 15
Description: 4:15 to 5:15 PM

EBT

1900

1.00
0.896
0.989

1684
0.989

1684

30

793

18.0

0.72

0%

13
Stop

EBR

1.00

172
0%
10

36
36
100

25
00

1.72
0%
50

2026 Full Build PM (Stantec Analysis)

WBT B3R
) v
18
18
100
10
1
1.00  1.00
0.850
0.950
1805 1615
0.950
1805 1615
30
1075
244
0.72 172
0% 0%
25
50
Stop

ICU Level of Service A

00

172
0%
0

1.00
0.989

1829

1829
30
436
9.9
0.72
3%
108

118
Free

1.00

0.72
0%
10

SBL

0.72
0%
24

08/20/2024

SBT  SBR
178
178

1800

1.00 1.00

0.996
1875
0.996
1875
30
786
179
0.72 1.72
1% 0%
247 0

271
Free

Synchro 12 Report
Page 5



HCM 7th TWSC 2026 Full Build PM (Stantec Analysis)

2: Woodcliff Drive & 375 Woodcliff Drive/370 Woodcliff Drive 08/20/2024
ntersection
nt Delay, siveh
ment EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT
Lane Configurations ) g
Traffic Vol, veh/h 2 0 7 36 0 17
Future Vol, veh/h 0 17
Conflicting Peds, #/hr 0 0 0 0 0 0
Sign Control Stop Stop Stop Stop Stop Stop ree Free Free ree Free Free
RT Channelized - None - None - None None
Storage Length - 110
0
Grade, % - 0 -
Peak Hour Factor 2 72 72
Heavy Vehicles, % 0 0 0
Mvmt Flow 0 0 24
jor/Minor Minor2 Minor1 Major1 Major2
Conflicting Flow Al 403 413 247 408 408 113 247 0 118
Stage 1 294 294 13 113
Stage 2 108 118 294 294
Critical Hdwy 71 865 71 65 41 4.1
Critical Hdwy Stg 1 61 55 61 55
Critical Hdwy Stg 2 61 55 61 55
Follow-up Hdwy 35 3.3 3. 22 2.2
Pot Cap-1 Maneuver 562 533 796 558 536 94 1330 1483
Stage 1 718 673 897 806
Stage 2 902 802 718 673
Platoon blocked, %
Mov Cap-1 Maneuver 53 54 1483
Mov Cap-2 Maneuver 53 54
Stage 1 70: 89
Stage 2 87i 69
roach NB SB
HCM Control Delay, s/v10.09 11.2 .65
HCM LOS
linor Lane/Major Mvmt NBL NBT NBREBLn1WBLn1WBLn2 SBL SBT SBR
Capacity (veh/h) 1330 719 541 945 157
HCM Lane V/C Ratio - - 0.017 0.092 0.026 0.016
HCM Control Delay (s/veh) 0 101 123 89 75
HCM Lane LOS A
HCM 95th %tile Q(veh) 0
390 Woodcliff Apartments Synchro 12 Report
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Lanes, Volumes, Timings
3: Moseley Road & Woodcliff Drive/1344 Moseley Road

Lane Gro

Lane Configurations
Traffic Volume (vph)
Future Volume (vph)

Storage Length (ft)
Storage Lanes
Taper Length (ft)
Lane Util. Factor
Frt

Fit Protected

Satd. Flow (prot)
FIt Permitted

Satd. Flow (perm)
Link Speed (mph)
Link Distance (ft)
Travel Time (s)
Peak Hour Factor
Heavy Vehicles (%)
Adj. Flow (vph)

Shared Lane Traffic (%)
Lane Group Flow (vph)

Sign Contral

Intersection Sumy
Area Type:

Control Type: Unsignalized
Intersection Capacity Utilization 36.4%
Analysis Period (min) 15

Description: 4:30 to 5:30 PM

390 Woodcliff Apartments

Passero Associates

92
92
00

25
00

0.95!
178
0.95
178

193
1%
99

Other

1.00
0.850

1615
1615

846
19.2

0.93
0%

ol

1.00

1.93
0%
12

1.93
0%

1.00

1900

1900
30
1014
23.0
0.93
0%

Stop

1.00

1.93
0%
0

ICU Level of Service A

1.93
0%
"

1.00

0.998
1878
0.998
1878
45
997
151
0.93
1%
339

350
Free

1.00

1.93
0%

0.93
0%

2026 Full Build PM (Stantec Analysis)

08/20/2024
r
44
1.00  1.00
0.850
1881 1615
1881 1615
45
1139
17.3
093 093
1% 0%
220 47
220 47
Free
Synchro 12 Report
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HCM 7th TWSC 2026 Full Build PM (Stantec Analysis)

3: Moseley Road & Woodcliff Drive/1344 Mosele Road 08/20/2024
Intersection
Int Delay, s/veh
Movement EBL EBT EBR WBL WBT WBR NBT NBR SBL SBT SBR
Traffic Vol, veh/h 0 205 44
Future Vol, veh/h 0 205 44
0
Sign Control Stop Stop Stop Stop Stop Stop Free Free Free Free Free
RT Channelized - None None - - None - None
Storage Length 55 - 240
Veh in Median Storage, #
Grade, %
Peak Hour Factor 93 983 93 93
Heavy Vehicles, %
Mvmt Flow
lor/Minor Minor2 Minor1 Major2
Conflicting Flow All 581 581 220 581 628 0 339
Stage 1 220 220 360 360
Stage 2 360 360 220 268
Critical Hdwy 711 65 62 71 65 62
Critical Hdwy Stg 1 611 55 61 55
Critical Hdwy Stg 2 6.11 55 61 55
Follow-up Hdwy 3.509 3 35 33 2 22
Pot Cap-1 Maneuver 427 428 8z 428 402 708 (30 1232
Stage 1 784 725 662 630
Stage 2 660 630 787 691
Platoon blocked, %
Mov Cap-1 Maneuver 22 418 198 708 1308 1232
Mov Cap-2 Maneuver .22 418 198
Stage 1 ‘84 655 23
Stage 2 53 775 91
ach B
HCM Control Delay, s/v15.39 0.24 0
HCM LOS
linor Lane/Major Mvmt NBL NBT NBREBLn1EBLn2WBLn1 SBT SBR
Capacity (veh/h) 55 422 824 1232
HCM Lane V/C Ratio 0.008 0.234 0.014
HCM Control Delay (s/veh) 78 161 94 0
HCM Lane LOS A
HCM 95th %tile Q(veh) 0
390 Woodcliff Apartments Synchro 12 Report
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Lanes, Volumes, Timings
14: NY-96 & Proposed Access

Lane Grol

Lane Configurations
Traffic Volume (vph)
Future Volume (vph)
Ideal Flow (vphpl)
Storage Length (ft)
Storage Lanes
Taper Length (ft)
Lane Util. Factor
Frt

Fit Protected

Satd. Flow (prot)

Flt Permitted

Satd. Flow (perm)

Link Distance (ft)

Peak Hour Factor
Heavy Vehicles (%)
Adj. Flow (vph)

Shared Lane Traffic (%)
Lane Group Flow (vph)
Sign Control

Intersection Summ.
Area Type:
Control Type: Unsignalized

Intersection Capacity Utilization 38.3%

Analysis Period (min) 15

390 Woodcliff Apartments
Passero Associates

EBL

25
25
1900
100

25
1.00

1.92
0%
27

Other

BT

1023
1023
1900

3574

3574
45
987
15.0
0.92
1%
1112

1112
Free

WBT
ld
792
792

1900

0.95
0.997

3564

3564
45
1097
16.6
0.92
1%
861

877
Free

2026 Full Build PM (Stantec Analysis)

0.95 1.00
0.850
0.950
1805 1615
0.950
1805 1615
30
543
12.3

092 092 092
0% 0% 0%
16

Stop

ICU Level of Service A

08/20/2024

Synchro 12 Report
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HCM 7th TWSC 2026 Full Build PM (Stantec Analysis)

14: NY-96 & Proposed Access 08/20/2024
Intersection

Int Delay, siveh

Movement EBL EBT WBT WBR SBL SBR

Lane Configurations N M ¥ F

Traffic Vol, veh/h 25 1023 792 15 7 14

Future Vol, veh/h
Conflicting Peds, #hr 0 0 0 0 0 0

Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length 100
Veh in Median Storage, # 0 0
Grade, % - 0 0
Peak Hour Factor 92 12 12
Heavy Vehicles, % 0 1 1
Mvmt Flow 27 2 i1
r/Minor Major2 Minor2
Conflicting Flow All 0 1479 439
Stage 1 869
Stage 2 610
Critical Hdwy 41 6.8
Critical Hdwy Stg 1 58
Critical Hdwy Stg 2 5.8
Follow-up Hdwy 22 35 3
Pot Cap-1 Maneuver 778 119 57,
Stage 1 376
Stage 2 510
Platoon blocked, %
Mov Cap-1 Maneuver 778 14
Mov Cap-2 Maneuver 44
Stage 1 63
Stage 2 10
Approach SB
HCM Control Delay, siv 0.23 144
HCM LOS
inor Lane/Major Mvmt WBT WBR SBLn1 SBLn2
Capacity (veh/h) 244 572
HCM Lane VIC Ratio 0.031 0.027
HCM Control Delay (s/veh) 202 115
HCM Lane LOS
HCM 95th %tile Q(veh)
390 Woodcliff Apartments Synchro 12 Report
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Lanes, Volumes, Timings 2026 Full Build Saturday (Stantec Analysis)

1: WillowBrook Office Park/Woodcliff Drive & NY-96 08/20/2024
ane Grou EBU  EBL WBL NBL NBR  SBL
Lane Configurations if S B

Traffic Volume (vph) 35 6 0 12 0

Future Volume (vph) 35 6 0 12 0
[deal Flow (vphpl) 1900 1900 100 1900 100 1900 1900

Storage Length (it) 500 430 60 180 100

Storage Lanes 1

Taper Length (ft) 40 65 25 100

Lane Util. Factor 095 100 09 095 100 095 100 100 100 100 100 1.00

Frt 0.850 0.850 0.850

Fit Protected 0. 0.

Satd. Flow (prot) 1 3574 3574 1615 1900 1615 1 1615

Flt Permitted 0. 0.

Satd. Flow (perm) 3574 3574 1615 1900 1615 1 1615

Right Tumn on Red Yes

Satd. Flow (RTOR) 91 317

Link Speed (mph) 45 45 30

Link Distance (ft) 1458 991 436

Travel Time (s) 22.1 15.0

Peak Hour Factor 0.96 196 096 09 096 096 096 1.96 0.96 196 0.96

Heavy Vehicles (%) 0% 0% 1% 0% 0% 1% 0% 0% 0% 0% 0%

Ad. Flow (vph) 36 1255 902 6 0 13

Shared Lane Traffic (%)

Lane Group Flow (vph) 0 44 1256 2 902 38

Tum Type pt r+pt NA pi pt NA NA

Protected Phases 5 5 1 6 4

Permitted Phases 2 2 6

Detector Phase 5 5 1

Switch Phase

Minimum Initial {s) 6.0 60 150 60 150 150 100 100 100 100

Minimum Split (s) M0 110 360 110 270 270 365 365 225 225

Total Split (s) 180 180 420 180 420 420 300 300 300 300

Total Split (%) 20.0% 20.0% 46.7% 200% 46.7% 46.7% 333% 33.3% 33.3% 33.3%

Maximum Green (s) 130 130 360 130 360 360 245 245 245 245

Yellow Time (s) 3.5 3.5 40 3.5 4.0 4.0 3.5 3.5 3.5 35

All-Red Time (s) 15 15 20 1.5 2.0 20 20 2.0 20 20

Lost Time Adjust (s) 0.0 0.0 0.0 0.0 00 0.0 0.0 0.0 0.0

Total Lost Time (s) 5.0 6.0 5.0 6.0 6.0 55 55 55 55

Lead/Lag Llead Lead Lag Lead Lag Lag

Lead-Lag Optimize? Yes Yes Yes Yes Yes Yes

Vehicle Extension (s) 20 20 20 2.0 20 20 20 20 20

Recall Mode None None C-Max None C-Max C-Max None None  None

Walk Time (s) 7.0 7.0 7.0 7.0

Flash Don't Walk (s) 23.0 140 140 24.0

Pedestrian Calls (#/hr)

Act Effct Green (s) 4. 74.9 2, 705 705 10.0 10.0 0.

Actuated g/C Ratio 1.8 0.83 8 078  0.78 0.1 0.11 11

vic Ratio 1.0 042 0 032 0.00 0.00 0.08 10

Control Delay (s/veh) 2. 47 2. 5.9 0.0 0.0 37.3 0.

Queue Delay 0. 0.0 0. 0.0 0.0 0.0 0.0 0.

390 Woodcliff Apartments Synchro 12 Report
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Lanes, Volumes, Timings

1: WillowBrook Office Park/Woodcliff Drive & NY-96

Lane Configurations
Traffic Volume (vph)
Future Volume (vph)
Ideal Flow (vphpl)
Storage Length (ft)
Storage Lanes
Taper Length (ft)
Lane Util. Factor

Frt

Fit Protected

Satd. Flow (prot)

Fit Permitted

Satd. Flow (perm)
Right Turn on Red
Satd. Flow (RTOR)
Link Speed (mph)
Link Distance (ft)
Travel Time (s)

Peak Hour Factor
Heavy Vehicles (%)
Adj. Flow (vph)
Shared Lane Traffic (%)
Lane Group Flow (vph)
Tum Type

Protected Phases
Permitted Phases
Detector Phase
Switch Phase
Minimum Initial (s)
Minimum Split (s)
Total Split (s)

Total Split (%)
Maximum Green (s)
Yellow Time (s)
All-Red Time (s)
Lost Time Adjust (s)
Total Lost Time (s)
Leadlag
Lead-Lag Optimize?
Vehicle Extension (s)
Recall Mode

Walk Time (s)

Flash Don't Walk (s)
Pedestrian Calls (#/hr)
Act Effct Green (s)
Actuated g/C Ratio
v/c Ratio

Control Delay (s/veh)
Queue Delay

390 Woodcliff Apartments
Passero Associates

SBR

1.00

1.96
0%
38

2026 Full Build Saturday (Stantec Analysis)

08/20/2024

Synchro 12 Report
Page 2



Lanes, Volumes, Timings
1: WillowBrook Office Park/Woodcliff Drive & NY-96

2026 Full Build Saturday (Stantec Analysis)

08/20/2024

Groy, WBL WBT WBR NBL NBT NBR  SBL S8BT
Total Delay (s/veh) .6 47 0.0 37.3 04
LOS A
Approach Delay (s/veh) 46 58 9.8
Approach LOS
Queue Length 50th (ft) 110 116 0
Queue Length 95th (ft) 240 152 0
Internal Link Dist (ft) 1378 911 4 356
Tum Bay Length (ft) 500 430 60 100
Base Capacity {vph) 642 2974 529 27 '84 391 70
Starvation Cap Reductn 0 0 0 0
Spillback Cap Reductn 0 0 0 0
Storage Cap Reductn 0 0 0 0
Reduced v/c Ratio 007 042 J.00 .00 0.03 06

Intersection Summary

Other
Cycle Length: 90
Actuated Cycle Length: 90
Offset: 50 (56%), Referenced to phase 2:EBTL and 6:WBTL, Start of Yellow
Natural Cycle: 85
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.42
Intersection Signal Delay (s/veh): 5.2 Intersection LOS: A
Intersection Capacity Utilization 53.7% ICU Level of Service A
Analysis Period (min) 15
Description: 1:00 to 2:00 PM

Splits and Phases:  1: WillowBrook Office Park/Woodcliff Drive & NY-96

@2 (R)
42's

@6 (R)
[42s

390 Woodcliff Apartments
Passero Associates

Synchro 12 Report
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Lanes, Volumes, Timings
1: WillowBrook Office Park/Woodcliff Drive & NY-96

ine Grou;

LOS

Approach Delay (s/veh)
Approach LOS

Queue Length 50th (ft)
Queue Length 95th (ft)
Internal Link Dist (ft)
Turn Bay Length (ft)

Starvation Cap Reductn
Spillback Cap Reductn
Storage Cap Reductn
Reduced vic Ratio

Intersection Si

390 Woodcliff Apartments
Passero Associates

2026 Full Build Saturday (Stantec Analysis)

08/20/2024

Synchro 12 Report
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Lanes, Volumes, Timings

Lane Groui

Lane Configurations
Traffic Volume (vph)
Future Volume (vph)
Ideal Flow (vphpi)
Storage Length (ft)

Taper Length (ft)

Lane Util. Factor

Frt

Fit Protected

Satd. Flow (prot)

Flt Permitted

Satd. Flow (perm)

Link Speed (mph)

Link Distance (ft)
Travel Time (s)

Peak Hour Factor
Heavy Vehicles (%)
Adj. Flow (vph)
Shared Lane Traffic (%)
Lane Group Flow (vph)
Sign Control

Intersection Summary
Area Type:

Control Type: Unsignalized
Intersection Capacity Utilization 26.8%

Analysis Period (min) 15

0.87
0%

Other

Description: 11:30 AM to 12:30 PM

390 Woodcliff Apartments

Passero Associates

1.00
0.932

1771
30
793
18.0
0.87
0%

Stop

EBR

Socon

1.00 1.00

0.950

1805

0.950

1805

30

1075

244

087 087 087

0% 0% 0%
11

Stop

ICU Level of Service A

o
11

"
100
10

1

1.00
0.850

1615

1615

0.87
0%
13

NBL

0.87
0%

NBT
61

1900

1.00
0.995
0.999

1889
0.999
1889
30
436
9.9
0.87
0%
70

74
Free

1.00

1.87
0%
3

NBR

SBL

1900

25
1.00

1.87
0%
14

2026 Full Build Saturday (Stantec Analysis)
2: Woodcliff Drive & 375 Woodcliff Drive/370 Woodcliff Drive

08/20/2024

SBT  SBR

1900

1.00  1.00
0.999
0.995
1889
0.995
1889
30
786
179
0.87 1.87
0% 0%
126 1

Synchro 12 Report
Page 5



HCM 7th TWSC 2026 Full Build Saturday (Stantec Analysis)
2: Woodcliff Drive & 375 Woodcliff Drive/370 Woodcliff Drive 08/20/2024

ntersection
Int Delay, s/veh

EBR WBL BT WBR BL NBT NBR SBL SBT SBR

=t 2

Lane Configurations g4
Traffic Vol, veh/h 0 N 1 3 110
Future Vol, veh/h 0 N 1 3 110
Conflicting Peds, #/hr 0 0 0 0
Sign Control St Stop op Stop ‘tee Free Free Free Free
RT Channelized - None None None
Storage Length 110 -
Veh in Median Storage, # 0
Grade, % 0
Peak Hour Factor 87 7 8
Heavy Vehicles, % 0 0
Mvmt Flow 0 6
lajor/Minor Minor2 Minor1 Major1 jor2
Conflicting Flow All 227 230 127 229 229 72 128 74
Stage 1 185 155 74 74
Stage 2 72 76 155 155
Critical Hdwy 71 65 62 71 65 62 41 41
Critical Hdwy Stg 1 61 55 61 55
Critical Hdwy Stg 2 61 55 - 61 55
Follow-up Hdwy 35 33 35 3. 22 22
Pot Cap-1 Maneuver 733 673 929 731 674 99 1471 1539
Stage 1 853 773 940 837
Stage 2 836 853 773
Platoon blocked, %
Mov Cap-1 Maneuver 716 666 929 721 667 1471 1539
Mov Cap-2 Maneuver 716 666 721 667
Stage 1 844 766 933 836
Stage 2 929 835 842 766
_ SB
HCM Control Delay, s/iv 9.66 9.33 172
HCM LOS
Minor Lane/Major Mvmt NBL NBT NBREBLn1WBLn1WBLn2 SBL SBT SBR
Capacity {veh/h) 27 776 721 996 175
HCM Lane V/C Ratio 0.001 - 0.003 0.016 0.013 0.009
HCM Control Delay (s/veh) 74
HCM Lane LOS
HCM 95th %tile Q(veh)
390 Woodcliff Apartments Synchro 12 Report
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Lanes, Volumes, Timings

3: Moseley Road & Woodcliff Drive/1344 Mosele Road

Lane Group EBL
Lane Configurations

Traffic Volume (vph)

Future Volume (vph)

Ideal Flow (vphpl) 1900
Storage Length (ft)

Storage Lanes

Taper Length (ft) 125
Lane Util. Factor 1.00
Frt

Fit Protected 0.950
Satd. Flow (prot) 1805
Fit Permitted 0.950
Satd. Flow (perm) 1805
Link Speed (mph)

Link Distance (ft)

Travel Time (s)

Peak Hour Factor 0.91
Heavy Vehicles (%) 0%
Adj. Flow (vph) 45
Shared Lane Traffic (%)

Lane Group Flow (vph) 4
Sign Control

Intersection Summy

Area Type: Other

Control Type: Unsignalized
Intersection Capacity Utilization 50.5%
Analysis Period (min) 15

Description: 1:00 to 2:00 PM

390 Woodcliff Apartments
Passero Associates

1.00
0.850

1615

1615
30
846
19.2
0.91
0%

27
Stop

1.00

0.91
0%

WBL

1.91
0%
0

WB

1.00
0.865

1644

1644
30
1014
23.0
0.91
0%

Stop

1.00

1.91
0%
5

ICU Level of Service A

1.91
0%
29

1.00

0.995
1890
0.995
1890
45
997
15.1
0.91
0%
288

317
Free

NBR

1.00

0.91
0%

2026 Full Build Saturday (Stantec Analysis)

08/20/2024
SB
ol
105 48
J05 46
00 1900
240
1.00  1.00
0.850
0.999
1874 1615
0.999
1874 1615
45
1139
17.3

091 091 1.91
20% 1% 0%
335 51

340
Free

Synchro 12 Report
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HCM 7th TWSC 2026 Full Build Saturday (Stantec Analysis)

3: Moseley Road & Woodcliff Drive/1344 Mosele Road 08/20/12024
Intersection
Int Delay, siveh
Movement EBL EBT EBR WBL WBT WBR NBL NBT
Lane Configurations ¥ B
Traffic Vol, veh/h 262 0
Future Vol, veh/h 262 0
Conflicting Peds, #/hr 0 0 0 0 0
Sign Control Stop Stop Stop Stop Stop Stop Free Free Fi
RT Channelized - None - None None Nc
Storage Length 55 -
Veh in Median Storage, # 0
Grade, % 0
Peak Hour Factor 91
Heavy Vehicles, % 0
Mvmt Flow 288
jor/Minor Minor2 Minor1 Major1 Major2
Conflicting Flow Al 691 691 335 691 742 288 386 0 288
Stage 1 346 346 345 345
Stage 2 345 346 397
71 65 62 71 65
Critical Hdwy Stg 1 61 55 6.1 55
Critical Hdwy Stg 2 61 55 61 55 -
Follow-up Hdwy 35 3 35 3 2.2 2.38
Pot Cap-1 Maneuver 361 370 71 361 346 7t 184 1178
Stage 1 674 639 675 640
Stage 2 675 640 674 607
Platoon blocked, %
Mov Cap-1 Maneuver 346 m 33 1178
Mov Cap-2 Maneuver 346 33
Stage 1 670 62
Stage 2 651 60.
Approach NB
HCM Control Delay, siv14.41 9.8 0.73 0.1
HCM LOS
Minor Lane/Major Mvmt BL NBREBLn1EBLn2WBLn1 SBL SBT SBR
Capacity (veh/h) 163 346 711 756 29
HCM Lane VIC Ratio )24 0.13 0.039 0.007 0.005
HCM Control Delay (s/veh) 8.1 169 103 98 8.1
HCM Lane LOS A
HCM 95th %tile Q(veh) 0.1
390 Woodcliff Apartments Synchro 12 Report
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Lanes, Volumes, Timings
14: NY-96 & Proposed Access

Lane Grou

Lane Configurations
Traffic Volume (vph)
Future Volume (vph)
Ideal Flow (vphpl)
Storage Length (f)
Storage Lanes
Taper Length (ft)
Lane Util. Factor

Frt

Fit Protected

Satd. Flow (prot)

Flt Permitted

Satd. Flow (perm)
Link Speed (mph)
Link Distance (ft)
Travel Time (s)
Peak Hour Factor
Heavy Vehicles (%)
Adj. Flow (vph)

Shared Lane Traffic (%)
Lane Group Flow (vph)

Sign Control

Intersection Summ:

390 Woodcliff Apartments

Passero Associates

EBL

1900
100

25
1.00

0.950
1805
0.950
1805

1.92
0%
12

Other
Control Type: Unsignalized
Intersection Capacity Utilization 43.4%
Analysis Period (min) 15

—

'07
07
100

0.95

3574
3574
991

15.0
0.92

1312
Free

0.95
0.998

3568
3568
1115

16.9
0.92

952
Free

2026 Full Build Saturday (Stantec Analysis)

SBL  SBR
1900 1900

25
095 1.00 1.00
0.850

0.950
1805 1615

0.950
1805 1615

30

542

12.3

092 092

0%

Stop

ICU Level of Service A

08/20/2024

Synchro 12 Report
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HCM 7th TWSC

14: NY-96 & Proposed Access

Intersection
Int Delay, s/veh

lovement
Lane Configurations
Traffic Vol, veh/h
Future Vol, veh/h
Conflicting Peds, #/hr 0 0
Sign Control Free Free
RT Channelized - None
Storage Length 100
Veh in Median Storage, #
Grade, %
Peak Hour Factor
Heavy Vehicles, %
Mvmt Flow

N oM

Major/Minor Major1
Conflicting Flow All
Stage 1
Stage 2
Critical Hdwy
Critical Hdwy Stg 1
Critical Hdwy Stg 2
Follow-up Hdwy
Pot Cap-1 Maneuver
Stage 1
Stage 2
Platoon blocked, %
Mov Cap-1 Maneuver
Mov Cap-2 Maneuver
Stage 1
Stage 2

22
730

730

HCM Control Delay, siv 0.09
HCM LOS

3

0 0 0 0
Free Free Stop Stop
- None - None

Minor2

0 1625
945
680
6.8
5.8
58
35 3.
g5 b4
343
470

Major2
476

6.9

9,
22
33
471

14.91

EBT WBT WBR SBLn1 SBLn2

nor Lane/Major Mvmt EBL
Capacity (veh/h) 730
HCM Lane V/C Ratio 0.016
HCM Control Delay (s/veh) 10
HCM Lane LOS
HCM 95th %tile Q{veh)

390 Woodcliff Apartments
Passero Associates

220 541
- 0.025 0.022
217 118

01 041

2026 Full Build Saturday (Stantec Analysis)
08/20/2024
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